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Device size ORVW-4U ORVW-8U ORVW-16U ORVW-24U ORVW-32U

4 4



Serial computing chip DSP Monolithic speed: 6.25 G/s

Image processing
module

Parallel computing chip FPGA Monolithic capacity: 70000 LE

4U device 144-way 4G/S

8U device 288-way 4G/S

16U device 576-way 4G/S

24U device 1440-way 4G/S

32U device 2880-way 4G/S

Image display 

Memory 
128M 

Output video memory 

Display unit arrangement 

Output resolution 

Color depth 

Output signal 

N 128M, N is the number of output channels

A rectangle or part of a rectangle. 

800 600 to 3840 2160

24 bits 

Video signal input

DVI-I connector, compatible with analog and digital output

Composite video CVBS Interface: BNC group consisting 8 interfaces

Format: NTSC, PAL, SECAM adaptive 

Component video YPbPr : 

Resolution: 480-1080P 

Serial Digital Video SDI 

Resolution: SDI, HD-SDI, 3G-SDI 

HD15 needing DVI-HD15 Interface conversion, a group 
consisting 4 interfaces 

Resolution 800 600 to 1920 1200 pecial resolutions can be added

Clock 170M/S 

Single-linkage DVI 
input 

Interface DVI-I group consisting 4 interfaces

Resolution

Clock

800 600 to 1920 1200 pecial resolutions can be added

165M/S 

Dual-linkage DVI input Interface DVI-D group consisting 2 interfaces

Resolution 800 600 to 4096 1536, special resolutions can be added

Clock 2×165M/S 

Interface input

Resolution

Clock

800 600 to 1920 1200 pecial resolutions can be added

165M/S 

input Interface 

Resolution

Clock 165M/S

capability Single output channel display

Interface 

Interface: BNC group consisting 4 interfaces

RGB input 

System bus scale
single channel LVDS speed 

System bus scale
4G/S 




